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1.1 REMOVABLE BOLLARDS

Acceptable Manufacturer: Reliance Foundry Co. Ltd.

Phone: 604-592-4333 or Toll-Free 888-735-5680
Fax: 604-590-8875 

Internet: www.bollards.ca

E-mail: info@bollards.ca
A. Model:
 Reliance Foundry Removable Bollard, Model R-7902 or R-8902: 

1. Size: 36 inches high x 4 5/16 inches diameter at base.

2. Design: Cylindrical with rounded top.

B. Material: 

1. Removable bollard (post): [Model R-7902 - Steel: ASTM A36; 25 percent recycled-material content.] [Model R-8902 - Stainless Steel: SAE 316; 25 percent recycled-material content.]
2. Removable bollard installation receiver – refer to section D: Installation Hardware

C. Finish
1. [Model R-7902 - Powder Coated Steel.

a. Type: Polyester powder coat finish utilizing an epoxy prime coat and a polyester top coat.

b. Performance: 2 years when in accordance with ASTM D1654 and Reliance Foundry’s bollard warranty.

c. Color: [black semi gloss textured] [dark green] [statuary bronze] [anodized grey metallic] [anodized silver] [safety yellow] [custom color to be selected by architect.] [____________.]]
2. [Model R-8902 - Stainless Steel.  Stainless Steel material selection is provided without any color option.  It is supplied in its natural state.
a. Performance: Free from defects in material and workmanship for five years from date of invoice from Reliance Foundry when in accordance with Reliance Foundry’s bollard warranty.]

D. Installation Hardware

1. Provide [Galvanized steel removable installation receiver, c/w 304 stainless steel cover & lid] [Stainless steel installation receiver, c/w matching cover & lid] [Galvanized steel removable installation receiver, c/w 304 stainless steel chain] [Stainless steel installation receiver with chain] [Steel fixed mounting flange with fasteners] [Stainless steel fixed mounting flange with fasteners] [Fixed/embedded mounting pin] as recommended by manufacturer.
2. Security post: [Model R-7902 - steel] [Model R-8902 - stainless steel] bollard post, size as shown on drawings. 

3. Footing and fill: [3000 psi minimum concrete or mortar.] [[concrete] [mortar] as specified in section [__ __ __].]

4. Drainage: Drain hole is present at bottom of removable installation receiver. Ensure foundation is created with proper drainage to allow for water to run through receiver.

E. Chain:

1. Chain: 5/16-inch with quick-release type connections.  Provide sufficient lengths to provide drape [shown on drawings.] [acceptable to architect.] 

2. Chain eye: 5/16-inch diameter 
3. Material: [Steel, grade 30] [Stainless steel]

4. Finish: [Powder coated to match bollard finish] [stainless steel]
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