=

Filled
Pipe

Existing
concrete

[r_l

4

—

Epoxy
INto
Existing
Concrete

[r_l

A\

—

Concrete
Insert
Into
Existing
Concrete

(r_l

N\

2

i

Option

Existing
cConcrete
Removable

[r_l

—
— N\ N

New
Construction

Option

(r_l

Removable
A\

4

—

(r_l

A\

—

Security/Anti-Ram

/r_l

A\

4

—

Standard
Installation

fr_l

A\ N

R/7581 BOLLARD

L0

AVAILABLE
WITH OR
WITHOUT
CHAIN EYES

<SS SSSSNANN

QO N\ NN SSSSSSSSSSN

MO\

////////////////

mWWuuHHV/////////////////////

5|

SET SCREWS
SHOULD BE
COATED

120") UNC
WITH

3/8" (3 @

FOR CONCRETE

INSERT DRILL
1" DA X
3-1/8" DEEP

/////////////////////

//////////////////

SILICONE

FOR RUST

PROTECTION
HOLE
FOR
PADLOCK

/

//
"
/|
Y/
Y/
Y
/
/
V/
/]
1
1
Y/
Y/
“
9
V1
V]
Y
Y
Y/

//////////////////

////////////

SSSSSSSSS

//////////////////

Max.
4-1/2" OD
PIPE 25"
//// ABOVE
GRADE
6-1/2" OD

Max.
PIPE 5”
ABOVI
GRADE

//////////////////

AN

e &

e ae YU e VYo bt e L Y\
oy € o4 € N . .

‘ - PAE PR DRI Y
R T TR W TR YOI D T wonsnuﬂkinuss

NN\

////////////////

30"

[T =— NuUT

WASHER —

ANCHOR CASTING

)

1” DIA

ROD
THREADED ~
BOTH ENDS

ikl

Ju uL

/IRELIANCE FOUNDRY I\

$15”"

— N

A\

N M\’ r

| —
!

\ —

A

|




